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Circular pneumatic nozzles with hose connector

The circular nozzle is made for compressed air 
activation, and it has a standard 45o bend hose 
connector made of metal or moulded rubber.

The most common sizes are Ø100, Ø125 and 
Ø160 but other diameters e.g. Ø200 and Ø250 
are available upon request. 

Your company name and logo can be stamped into 
the nozzle without extra costs.

Compressed air activation
With hose connector

Single exhaust pipes on personal cars, 
busses and emergency vehicles etc.

All sleeves close from 
3 sides in a triangle

PRODUCT NO. A 
(± 10 MM)

B
(± 5 MM)

C
(± 3 MM)

D E NOZZLE 
LINING

EXHAUST PIPE 
SIZE (MM)

216100 360 190 120 100 3” (76 MM) No lining Ø20/Ø85

216101 360 190 120 100 4” (101 MM) No lining Ø20/Ø85

216111 360 190 145 125 4” (101 MM) No lining Ø30/Ø110

216126 360 190 145 125 4” (101 MM) Kevlar Ø30/Ø110

216151 390 190 180 160 4” (101 MM) No lining Ø40/Ø140

216152 410 190 180 160 5” (126 MM) No lining Ø40/Ø140

216161 410 190 180 160 4” (101 MM) Kevlar Ø40/Ø140

216162 410 190 180 160 5” (126 MM) Kevlar Ø40/Ø140

With metal hose connector

With moulded rubber hose connector

PRODUCT NO. A 
(± 10 MM)

B
(± 5 MM)

C
(± 3 MM)

D E NOZZLE 
LINING

EXHAUST PIPE 
SIZE (MM)

217126 390 190 145 125 4” (101 MM) No lining Ø30/Ø110

217161 350 190 180 160 4” (101 MM) No lining Ø40/Ø140

218126 380 190 145 125 4” (101 MM) Kevlar Ø30/Ø110

218161 350 190 180 160 4” (101 MM) Kevlar Ø40/Ø140

219126 380 190 145 125 4” (101 MM) Carbon Ø30/Ø110

219161 350 190 180 160 4” (101 MM) Carbon Ø40/Ø140

With metal hose connector With moulded rubber hose connector
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